REVISION OF CITY OF

BEAVERTON STANDARD

DRAWING NO. 202

7-13-04

OF WEEPHOLE

VAULT DRAIN WEEPHOLE FRONT VIEW

PROJECTED BACK LINE
OF MOUNTABLE CURB

NO EXPANSION JOINTS ALLOWED

5.00' LENGTH OF MODIFIED
CURB AND GUTTER

IN THIS SECTION

AV ERERYAREE

GUTTER AND CURB INLET CATCH
BASIN (CG-2) PER CWS STANDARDS

INLET CATCH BASIN AT CENTER
OF 5.00' LENGTH OF MODIFIED
CURB AND GUTTER

INLET CATCH BASIN FRONT VIEW

RADIUS SAME AS MOUNTABLE

CURB AND GUTTER

NOTES:

outlet end to ma ace of curb

3. Concrete to have compressive strength of 4
4. Drainage weephole shall be 3-inch diameter 1.D. plastic pipe with coupling and beveled

ault drains. A

000 psi at 28 days.

MOUNTABLE
CURB AND
GUTTER (TYP)

. Modified standard curb and gutter to be same as standard curb and gutter except for gutter A
vidth shown.
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ATTENTION! THIS DRAWING REPLACES
DRAWING NO. 202, DATED 6-10-04

A ADDED INLET CATCH BASIN FRONT VIEW TO DRAWING. CHANGED TITLE TO INCLUDE INLET
CATCH BASIN. ADDED VIEW TITLES. ADDED NOTE #2 AND #5.




